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Dimensions 770 x 680 x 470mm
 30.3 x 26.8 x 18.5”

Airflow/Pressure 180m³/hr / 30mbar
 105cfm / 30mbar

Technology

Datasheet download 
bofa.co.uk/ad-base-3

AD Base 3
The AD Base 3 is designed for the smaller Universal 
Versa Laser. The optional onboard compressor 
makes this a compact installation.



AD Base C180 
Bespoke unit tailored to match the GCC C180 laser 
engraver. The dimensions of the unit allow the C180 
to fit perfectly onto the extractor, effectively doubling 
it up as a work station. The unit is also offered with 
an onboard air compressor to provide the laser 
with its air assist requirements and comes complete 
with extraction hose kit and compressor link up on 
compressor models.

Dimensions 795 x 720 x 675mm
 31.3 x 28.3 x 26.6”

Airflow/Pressure 180m³/hr / 30mbar
 105cfm / 30mbar

Technology

 
Datasheet download 
bofa.co.uk/data/ad-base-c180

LASER Fume Extraction ADVANTAGE range
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AD Base Z
The AD Base Z has been designed specifically for the 
Epilog Zing laser engraver. The dimensions of the 
unit allow the Zing to fit perfectly onto the extractor, 
effectively doubling it up as a work station. The 
distinctive blue finish has been matched with the 
blue ends of the laser to give a stylish installation. 

The unit is also offered with an onboard air 
compressor to provide the laser with its air assist 
requirements. All units come complete with 
extraction hose kit and compressor link up on 
compressor models. 

Dimensions 770 x 760 x 560mm
 30.3 x 29.9 x 22”

Airflow/Pressure 180m³/hr / 30mbar
 105cfm / 30mbar

Technology

Datasheet download 
bofa.co.uk/data/ad-base-z
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LASER Fume Extraction ADVANTAGE range

Mobile FumeKART
The FumeKART is the ideal portable air extraction and 
filtration unit and can be applied to a variety of applications.

Designed to filter dust particles, weld fumes, mold spores, 
solvent vapours and other pollutants from the work 
environment, the FumeKART is easy to operate and maintain 
and provides the additional benefit of being fully portable.

User will have flexibility and the assurance of high 
performace filtration. A filter condition indicator is included 
as a standard feature, together with three-stage filtration: 
pre filter, HEPA and gas filter. 
 

Dimensions 875 x 475 x 430mm
 37.4 x 18.7 x 17”

Airflow/Pressure 380m³/hr / 100mbar
 223cfm / 100mbar

Technology

Datasheet download 
bofa.co.uk/mobile-fumekart



INLINE FILTERS

AD Cyclone

 

Laser marking generates a range of particle 
sizes from 0.1 micron upwards so standard 
cyclone separators are not suitable.

BOFA’s inline cyclone is designed to operate 
more efficiently at these lower particle sizes.

The cyclone separator has been designed 
specifically for use with the AD Oracle iQ and 
is installed between the laser extraction point 
and the extractor. The airflow generated by the 
extraction unit powers the cyclone.

FireBOX - self 
extinguishing 
inline  
pre filter

In the rare event that a burning ember or 
spark is drawn into the fume extraction unit, 
there is the possibility that debris in the filters 
could ignite. Although any resultant fire would 
typically be retained within the fume extraction 
unit, this would cause significant damage and 
in extreme circumstances the risk may extend 
beyond the extraction unit. For processes 
where such risks have been identified, 
additional protection in the form of an in line 
firebox is an additional precaution.
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ILF 300/600

The BOFA inline pre filters have been designed 
specifically for applications that generate high 
amounts of dust or particulate.

The filter unit is positioned alongside the main 
BOFA fume filtration system to increase the overall 
filter capacity and extend the life of the main, more 
expensive filters.

A range of application dependent filter types and 
configurations are available on request.

ILF 1000 
 

The BOFA inline pre filter 1000 has been designed 
specifically for applications that generate high 
amounts of dust or particulate.

This inline filter unit has a large DeepPleat DUO 
and is positioned alongside the main BOFA fume 
filtration system to increase the overall filter capacity 
and extend the life of the main filters. 

ILF Spark 
Arrestor

BOFA’s ILF Spark Arrestor unit effectively prevents 
potentially damaging burning particulates, generated 
during laser marking processes, from entering the 
fume extraction system.

Hot burning particulate is trapped by the unit’s 
special metal filter pads, where it remains and burns 
out, so protecting the fume extraction system.

INLINE FILTERS
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Laser cutting system with powder dosing unit

Our AD 1000 iQ partners with the AD Storm 
and AD DU1 to produce a complete extraction 
solution for laser cutting applications. The 
setup combines with high airflow and pressure 
rates, making it the ideal choice for heavy duty 
applications that generate large amounts of 
particulate and gaseous organic compounds.

The AD Storm has been designed to extend 
filter life in applications where large amounts of 
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Technology

particulate are generated that quickly block the 
standard pre filters. The unit pulses a jet of air 
into a cylindrical filter clearing the filter surface 
of particulate. This particulate is then collected 
in a collection tray in the base of the unit.

The AD DU1 is designed to work in conjunction 
with the AD Storm. It contains powder which 
is dispensed into the airstream, coating sticky 
particles before they pass into the AD Storm.



LASER COOLING UNITS

AD 200 CU
Our AD 200 CU is an electrically driven, 
cooling air unit. It supplies cool, filtered 
air to both the laser and power supply 
module. This clean, cool air ensures 
optimal laser performance and reliability.

AD 350 CU Designed to supply cool, filtered air to 
both the laser and power supply module. 
This clean, cool air ensures optimal laser 
performance and reliability. It can also be 
used as a seal to increase the IP rating of 
the laser.

PIPEWORK

We offer a wide range of pipework available in 50mm, 75mm, 
110mm, 125mm.

Speak to your sales representative to ensure you get the right 
pipework for your system. 

accessories Dust and fume extraction products
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Can’t find an accessory that 
fits your requirements?
We have an extensive range of accessories available. On 
request we can create bespoke accessories to complement 
our full range of BOFA dust and fume extraction systems.

Call UK: +44 (0)1202 699 444    Visit bofa.co.uk    Email info@bofa.co.uk
Call Germany: +49 (0)40 7393735-15 
Call USA: (618) 205-5007    Visit bofaamericas.com    Email sales@bofaamericas.com

35bofa.co.uk 35



Speak to our experts today to find the perfect solution for your 
specific requirements.

BOFA International Ltd.  Tel. UK: +44 (0) 1202 699 444   Tel. Germany: +49 (0) 40 739 3735-15   Email. sales@bofa.co.uk   Web. bofa.co.uk

BOFA Americas, Inc  Tel. +1 (618) 205 5007   Email. sales@bofaamericas.com   Web. bofaamericas.com 


