

















FEATURED PRODUCT - BEST IN CLASS

PureBEAUTY

The PureBEAUTY gxtragthn system is easH){ portable and Th iS extraction
adaptable so will fit easily into any salon, without the costly

need to replace existing nail stations or furniture. SyStem W| ” f|t
It is easy to install and use, removing any toxic fumes and . | 9

dust particulates generated during beauty processes. This easl y Into a ny
unit helps you adhere to regulatory Health and Safety | . h
standards, keeping you, your staff and your customers safe salon, without

and protected.

the costly need to
replace existing

¥  Advanced carbon filter technology H H
¥ Filter blocked indicator na Il stations or
¥ Compact system fU rnitu re

Standard features
¥ Low noise levels

For optional features - see page 57

OEMs distributors end users
Find out more about how we work Find out more about how we work Find out more about how we work
with OEMs on page 10 with distributors on page 11 with end users on page 11

bofa.co.uk/beauty



BEAUTY FUME EXTRACTION
PureBEAUTY range

PureBEAUTY

The PureBEAUTY fume extraction, air purification system has been
designed to extract dust and fumes generated during many beauty
processes, including nail tratements. It will fit easily and discreetly
into any salon, without the costly need to replace existing nail
stations or furniture.

Featured product - see page 55

380 x 260 x 260mm
14.9x10.2x10.2"

Dimensions

90m3/hr / 20mbar
53cfm / 20mbar

Airflow/Pressure

Technology

Q006

LA ’
— e Datasheet download
bofa.co.uk/purebeauty
PureBEAUTY+
The hazards associated with quick-dry nail sprays, nail varnishes Dimensions 380 x 260 x 260mm
and removers, as well as nail extension materials need to be 14.9x10.2x10.2"
q fasts;wesslecri] LJIHQer thfedUK COSHlH reg;JIatlons. Tge mjm Eoncern Airflow/Pressure  180m3/hr / 30mbar
is the inhalation of dust or solvent fumes produced when using 106cfm / 30mbar
these products.
. . . . Technology
The multi-layered pre and chemical filters in the PureBEAUTY+
captures all the contaminent and returns clean air into the salon.
It fits into any salon, without the need to replace existing nail
'., - stations or furniture.
s o ' Datasheet download
T bofa.co.uk/purebeauty-plus
. Salon Guard
. The complete mobile extraction solution for salon hair treatments. Dimensions 350 x 455 x 455mm
13.8x17.9x17.9"
The BOFA Salon Guard is a mobile fume extraction and filtration
' . system that has been designed specifically to capture and remove Airflow/Pressure  380m3/hr / 30mbar
' the harmful fumes generated when carrying out hair treatments. 223cfm / 30mbar
2 The health risks associated with keratin based hair treatments Technology
[5) have been well documented in the media but there are broader
health and safety issues that must be considered when under-
taking other hair treatments such as perming, colouring and
bleaching. Datasheet download
bofa.co.uk/salon-guard
Until now a practical solution for the removal of hazardous fumes g
has not been available. The Salon Guard addresses health and
safety concerns, requires no fixed installation, is cost effective and
allows the stylist to work freely yet safely.
L
L 2 - If you are working with heavier duty beauty applications such as laser hair
removal, our Mobile FumeKART may be more suitable - see page 42
iQ DeepPleat DeepPleat DUO HEPA AFC
OUR LEADING Intelligent (iQ) DeepPleat pre filter DeepPleat DUO HEPA filter Automatic flow
TECHNOLOGY Operating System pre filter control technology



PRODUCT FEATURES

Comparison table

Small footprint
Compact size
Brushless motor

Filter blocked indicator

NSNS SN

Advanced carbon filter technology

Receptor capture hood

STANDARD FEATURES
[ B

ProTECT

SureCHECK quality standard

N ENAN
N ENAN

VOC Sensor OPTIONAL FEATURE

FILTER TECHNOLOGY

The PureBEAUTY range incorporates cheaper cost effective pre filters with large carbon filters
specifically designed for salon environment applications. Coupled together they provide
maximum long life filter capacity to give operator safety with low cost of ownership. This
combination provides a complete filtration system for any salon setup. For more information visit
bofa.co.uk/filters

ACCESSORIES

BOFA has an extensive selection of arms, down draught trays and hose kits to fit all types of salon
applications and processes. See page 58, contact your sales representative for more information
or visit bofa.co.uk/accessories

HOW TO BUY BOFA 3
Go to page 10-11 of the brochure to view our different buying options.

RFA ACF MVS PATENTED PROTECT SureCHECK

Reverse flow air Advanced carbon @ MU‘U voltage Patented ProTECT service SureCHECK quality

technology filter technology sensing unit technology plan standard
bofa.co.uk/beauty



ACCESSORIES

Dust and fume extraction products

ARMS

Funnel

Available in 32mm, 38mm, 50mm, 75mm
Also available in stainless steel

Nozzle

Available in 32mm, 38mm, 50mm
Also available in stainless steel

Slotted nozzle

Available in 50mm

Plenum funnel

Available in 50mm

LED

Available in white and black

LocLINE

Available in 75mm and variety of nozzles

DESKTOP ACCESSORIES

Downdraught tray

Available in 50mm, 75mm

0 Cowl
3

Available in 50mm, 75mm
Also available in clear and ESD (black)

Table bracket

Available in 50mm, 75mm

Automatic flush

Available for 32mm, 38mm, 50mm

system seal
Bench peg
’-
l i
iQ DeepPleat
OUR LEADING Intelligent (iQ) DeepPleat pre filter
TECHNOLOGY Operating System

DeepPleat DUO HEPA AFC
DeepPleat DUO HEPA filter Automatic flow
pre filter control technology
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SOLDER IRON CONNECTION KITS

Universal adjustable kit ‘ Available in ESD or non ESD

PIPEWORK

We offer a wide range of pipework available in 50mm, 75mm, 110mm, 125mm.

Speak to your sales representative to ensure you get the right pipework for your system.

HOW TO BUY BOFA
Go to page 10-11 of the brochure to view our different buying options.

- MNe

LASER COOLING UNITS

AD 200 CU Our AD 200 CU is an electrically driven, cooling air unit. It supplies
cool, filtered air to both the laser and power supply module. This
Q @ clean, cool air ensures optimal laser performance and reliability.

Our AD 350 CU is designed to supply cool, filtered air to both the
AD 350 CU : . .
laser and power supply module. This clean, cool air ensures optimal

M o Q @ laser performance and reliability. It can also be used as a seal to
increase the IP rating of the laser.

RFA ACF Mvs PATENTED PROTECT SureCHECK
Reverse flow air Advanced carbon S Multi voltage Patented ProTECT service SureCHECK quality
technology filter technology sensing unit technology plan standard

bofa.co.uk/accessories




INLINE FILTERS

Dust and fume extraction products

AD Cyclone

Laser marking generates a range of particle sizes from 0.1 micron upwards so standard
cyclone separators are not suitable.

BOFA's inline cyclone is designed to operate more efficiently at these lower particle sizes.

The cyclone separator has been designed specifically for use with the AD Oracle iQ (see
page 16) and is installed between the laser extraction point and the extractor. The airflow
generated by the extraction unit powers the cyclone.

0o

ILF 300/600

The BOFA inline pre filters have been designed specifically for applications that generate high
amounts of dust or particulate.

The filter unit is positioned alongside the main BOFA fume filtration system to increase the
overall filter capacity and extend the life of the main, more expensive filters.

A range of application dependent filter types and configurations are available on request.

0o

ILF 1000

The BOFA inline pre filter 1000 has been designed specifically for applications that generate
high amounts of dust or particulate.

This inline filter unit has a large DeepPleat DUO and is positioned alongside the main BOFA
fume filtration system to increase the overall filter capacity and extend the life of the main
filters.

00000

iQ DeepPleat DeepPleat DUO HEPA AFC
OUR LEADING Intelligent (iQ) DeepPleat pre filter DeepPleat DUO HEPA filter T
TECHNOLOGY Operating System pre filter control technology




ILF Spark Arrestor

BOFA's ILF Spark Arrestor unit effectively prevents potentially damaging burning particulates,
generated during laser marking processes, from entering the fume extraction system.

Hot burning particulate is trapped by the unit's special metal filter pads, where it remains and
burns out, so protecting the fume extraction system.

06

FireBOX - self extinguishing inline pre filter

In the rare event that a burning ember or spark is drawn into the fume extraction unit, there
is the possibility that debris in the filters could ignite. Although any resultant fire would
typically be retained within the fume extraction unit, this would cause significant damage

and in extreme circumstances the risk may extend beyond the extraction unit. For processes
where such risks have been identified, additional protection in the form of an in line firebox is
an additional precaution.

00000

Laser cutting system with powder dosing unit

Our AD 1000 iQ partners with the AD Storm and AD DU to produce a complete extraction solution
for laser cutting applications. The setup combines with high airflow and pressure rates, making it the
ideal choice for heavy duty applications that generate large amounts of particulate and gaseous organic

compounds.

The AD Storm has been designed to extend filter life in applications where large

amounts of particulate are generated that quickly block the standard pre filters. The
unit pulses a jet of air into a cylindrical filter clearing the filter surface of particulate.
This particulate is then collected in a collection tray in the base of the unit.

The AD DUT1 is designed to work in conjunction with the AD Storm. It contains
powder which is dispensed into the airstream, coating sticky particles before they

00e0
gQOO

RFA ACF Mvs PATENTED PROTECT SureCHECK

Reverse flow air Advanced carbon =) Multi voltage Patented ProTECT service SureCHECK quality

technology filter technology sensing unit technology plan standard
bofa.co.uk/accessories

pass into the AD Storm.




THE FUTURE

We invest heavily in R&D to ensure we are

ahead of the game, providing global solutions
to global customers.

The growth in demand for fume extraction looks set to continue the world over,
giving manufacturers that have sufficient vision the confidence to invest in
resources to develop new products and features to challenge convention and

‘raise the bar’ in the fume extraction world.

Q2
THE NEXT GENERATION OF
FUME EXTRACTION

The hugely successful introduction of iQ based extraction units established a
step change in fume extraction technology. For the first time users were able
to monitor real time filter performance and access system data to support fast

and effective filter replacement and system maintenance.

iQ2 second generation Intelligent (iQ) Operating System, ‘ yos IR
combines field proven iQ reliability with a range of new and

highly advanced feature enhancements, adding significantly
to the list of seller and user benefits.

THE iQ2 WILL BE AVAILABLE IN THREE VERSIONS:

Standard model Advanced model Advanced model
USB interface Fieldbus connectivity Cloud based connectivity



SMART FILTER
TECHNOLOGY

BOFA's smart filter technology

works with the iQ to give assured
filter performance.

Incorporating proven RFID technology, each smart filter has a uniquely coded
non-removable label allowing the iQ Operating System to establish authenticity
and suitability of the filter being used. Smart filter technology provides the end
user with the added safety assurance that they are using a proprietary filter of

the right type for their application and chosen extraction unit.

DeepPleat DUO with
INTEGRATED SPARK
ARRESTOR

This new DeepPleat DUO pre filter has an integrated spark
arrestor box built into the base, acting as a safe-guard
precaution by protecting the filter media from sparks which

may have been generated during the layering process.

DeepPleat TRIO
PRE FILTER DESIGN

Contaminated air enters the constricted inlet before passing up
through the filter media. The retained high velocity carries the
heavier particles through centripetal force, to move towards the
outside of the curved path where they contact the steel scroll

and are retained.

A series of slots/openings in the scroll plate assist in
causing the particulate to separate the air-stream

and settle in the drop-out chamber within the base.




THE WORLD LEADER IN
FUME EXTRACTION TECHNOLOGY

BOFA International Ltd. Tel. UK: +44 (0) 1202 699 444 Tel. Germany: +49 (0) 40 739 3735-15 Email. sales@bofa.co.uk Web. bofa.co.uk

BOFA Americas, Inc Tel. +1 (618) 205 5007 Email. sales@bofaamericas.com Web. bofaamericas.com



